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�„ Easy installation.
�„ Double support for bearings housing.
�„ The bearings house base assembly are the same for both arms 

models (Straight and Offset) which helps and facilitates the exchange 
moment.

�„ They can be easily adapted for other rotomolding machines brands.
�„ They can be used in applications other than rotomolding industry. 
�„ Prepared to receive inner air system.
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Rotoline Arms are designed to resist great efforts. They 
are manufactured with steel alloys to ensure long 
lasting life and high mechanical strength. The 
components are subjected to a rigorous quality control, 
inspected at each manufacturing stage and heat-
treated to ensure the quality and safety operation 
during the rotational molding process.
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ROTOLINE WITH THE OBJECTIVE OF TECHNICAL IMPROVEMENT, RESERVES THE RIGHT
TO MAKE ANY CHANGES TO ITS PRODUCTS WITHOUT PREVIOUS NOTICE.



� �̂d�Z�� �/�' �, �d���� �Z�D��� �̂W�����/�&�/�����d�/�K�E�^

         �5�R�W�R�O�L�Q�H���%�U�D�V�L�O
Fone 55 (49) 3324.5680
www.rotoline.com

Phone: 1.330.677.3223
www.rotoline.com
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- Rotomolding machine model ���'�&�� Shuttle and ���&�5����Carrossel.
- Opening needed to tighten the headblock bolts.
- Main Gear ������ - Optional assembly position.
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BEARING
HOUSING

HOLES

DIN GEARS
WEIGHT

ARM
MODEL COD. RO A B C D E*MACHINE

MODEL
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HEADBLOCK

020083
DC-2.50
CR-2.00
CR-2.60

2665mm
104,92in

140mm
5,5in

210mm
8,26in

500mm
19,68in

420mm
16,54in

HB02
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020602

019362

019363

020234

020028

DC-3.00

DC-3.50
CR-3.60

DC-4.00

DC-4.50
CR-4.60

DC-5.00
CR-5.20

CR-5.20ES

3170mm
124,8in

3485mm
137,2in

4280mm
168,5in

4670mm
183,85in

5465mm
215,15in

275mm
10,82in

350mm
13,77in

470mm
18,5in

650mm
25,59in

740mm
29,13in

800mm
31,49in

900mm
35,43in

1350mm
53,14in

1425mm
56,1in

1750mm
68,89in

HB04

HB05

1200Kg
2650Lb(US)

1400Kg
3100Lb(US)

1800Kg
3980Lb(US)

2000Kg
4420Lb(US)

2300Kg
5080Lb(US)

2600Kg
5740Lb(US)

LOAD
CAPACITY F 1 2

650mm
25,59in

M1

170mm
6,7in

480mm
18,9in M2

210mm
8,3in

570mm
22,4in M3

255mm
10in

620mm
24,4in M4

P=1.1/4"
Z=76

Double

P=1.1/4"
Z=76
Single

P=1"
Z=60
Single

P=1"
Z=60
Single

P=3/4"
Z=40
Single

P=1"
Z=60

Double

600Kg
1330Lb(US)

900Kg
2000Lb(US)

1100Kg
2430Lb(US)

1900Kg
4200Lb(US)

3000Kg
6620Lb(US)

4600Kg
10150Lb(US)

�� �Z���ï�í 024920 CR-3.10

HB03

1020Kg
2250Lb(US)

3230mm
127,2in

1600Kg
3550Lb(US)

�� �Z���í�ñ 012728 DC-1.50
400Kg

880Lb(US)
2020mm
79,53in

125mm
4,92in

400mm
15,75in

340mm
13,4in M0

P=5/8"
Z=60
Single

P=1/2"
Z=45
Single

300Kg
660Lb(US)
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Ï144mm
Ï5,7in

Ï260mm
Ï10,24in

12 HOLES
THREAD = M16x2,00x20mm

HB02

**Ï100mm
Ï3,94in

Ï216mm
Ï8,5in

Ï343mm
Ï13,5in

HB03

12 HOLES
THREAD = M20x2,50x25mm

**Ï120mm
Ï4,72in

Ï235mm
Ï9,25in

Ï360mm
Ï14,2in

HB04

12 HOLES
THREAD = M20x2,50x30mm

**Ï170mm
Ï6,7in

Ï260mm
Ï10,24in

Ï490mm
Ï19,3in

HB05

12 HOLES
THREAD = M22x2,50x40mm

**Ï180mm
Ï7,1in
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3,5in 
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 Ï25mm

Ï1in 

M4

90mm
3,5in 
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Ï25mm
Ï1in 

70mm
2,8in 

M3

70mm
2,8in 
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Ï25mm
Ï1in 

35mm
1,4in 

M2

60mm
2,4in 

Ï22mm
Ï0,87in 

M1

50mm
1,97in 

Ï22mm
Ï0,87in 

M0


